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SECTION 00227 - TEMPORARY TRAFFIC SIGNALS AND ILLUMINATION

(Follow all instructions and make all edits with “Track Changes” turned on. If there are no instructions [orange text] above a subsection, paragraph, sentence, or bullet, then include it in the project. Delete all orange text before preparing the final document. All other modifications to this Section will require ODOT Technical Resource and State Specifications Engineer approval.)

(Use the following lead-in paragraph when none of the following subsections are included in the project.)

Comply with Section 00227 of the Standard Specifications.

(Use the following lead-in paragraph when any of the following subsections are included in the project.)

Comply with Section 00227 of the Standard Specifications modified as follows:

(Use the following subsection .40 only when vehicular traffic will be passing beneath falsework.)

00227.40  Temporary Illumination - Add the following paragraph to the end of this subsection:

Install 25‑watt, steady-burning, amber lights on 36‑inch spacing around the perimeter of the falsework as shown, facing oncoming traffic.

(Use the following subsection .90 when temporary flashing beacons or temporary falsework illumination are required.)

00227.90  Payment – 

(Use the following when temporary flashing beacons are required.)

Replace the Pay Item Temporary Flashing Beacons with the following Pay Item:

	Pay Item		Unit of Measurement

(e)  Temporary Flashing Beacons, _____	Lump Sum

In item (e), the location(s) will be inserted in the blank.

(Use the following when temporary falsework illumination is required.)

Add the following paragraph to the end of this subsection:

Item (a) includes all Materials called for by the Plans and Specifications, and providing electrical power and furnishing, placing, maintaining, adjusting, and removing temporary falsework illumination.
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