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SECTION 01040 - PLANTING

(Follow all instructions and make all edits with “Track Changes” turned on. If there are no instructions [orange text] above a subsection, paragraph, sentence, or bullet, then include it in the Project. Delete all orange text before preparing the final document. All other modifications to this Section will require ODOT Technical Resource and State Specifications Engineer approval.)

(Use only one of the following lead-in paragraphs as instructed below.)

[Use the following lead‑in paragraph when NONE of the following subsections are included in the Project Special Provisions.]

Comply with Section 01040 of the Standard Specifications.

 [Use the following lead-in paragraph when ANY of the following subsections are included in the Project Special Provisions.]

Comply with Section 01040 of the Standard Specifications modified as follows:

(Use the following subsection .19(g) when a contract growing agreement is required.)

01040.19(g)  Contract Growing Plant Materials - Add the following sentence to the end of this subsection:

This Project requires a contract growing agreement.

(Use the following subsection .20(e) when the allowable size of wood chip mulch is to be listed in the Special Provisions. Obtain the allowable size range from the Designer.)

01040.20(e)  Wood Chip Mulch - Add the following to the end of this subsection:

Provide wood chip mulch in the following size range:



(Use the following subsection .22 when pressure moisture stress sensors or moisture retention chemicals are required. Delete "(s)" or parentheses.)

01040.22  Water - Add the following paragraph(s) to the end of this subsection:

(Use the following paragraph when pressure moisture stress sensors are required.)

Provide a pressure moisture stress sensor device for this Project.

(Use the following paragraph when moisture retention chemicals are required.)

Provide moisture retention chemicals for this Project.

(Use the following subsection .71 to include minimum watering frequencies for trees and shrubs. Obtain information from the Designer. Delete what does not apply.)

01040.71  Plant Care and Success Criteria - Add the following to the end of this subsection:

The following watering frequencies are required:

Deciduous trees that are 1 1/2 inch and larger, water at a frequency of _______.
Conifer trees that are over 4 feet tall, water at a frequency of ______.
All shrubs, water at a frequency of _______.

(Use the following subsection .77(d) when sod lawn is required. Obtain the schedule from the Designer.)

01040.77(d)  Sod Lawn - Add the following to the end of this subsection:

Provide sod lawn feeding, mowing, and general treatment as follows:



(Use the following subsection .80(c) when soil conditioner is required.)

01040.80(c)  Soil Conditioners ‑ Replace this subsection with the following subsection:

01040.80(c)  Soil Conditioners and Hydraulically Applied Soil Conditioner ‑ Soil conditioners and hydraulically applied soil conditioners will be measured according to one of the following:

Area Basis ‑ Hydraulically applied soil conditioners and other surface applied soil conditioners will be measured on the area basis, along the ground surface.
Volume Basis ‑ Soil conditioners will be measured on the volume basis in the hauling vehicle or in containers delivered to the Project Site.

(Use the following subsection .90(c) when soil conditioner is required.)

01040.90(c)  Soil Conditioners ‑ Replace this subsection with the following subsection:

01040.90(c)  Soil Conditioners and Hydraulically Applied Soil Conditioner ‑ Soil conditioners will be paid for at the Contract unit price, per cubic yard, for the item "Soil Conditioner".

Hydraulically applied soil conditioners will be paid for at the Contract unit price, per acre or square yard, for the item “Hydraulically Applied Soil Conditioner”.
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