
INCORPORATE FIRE-
RESISTANT PLANTS IN
YOUR LANDSCAPING.

REMOVE TREE NEEDLES, LEAVES, AND
MULCH FROM 100 FEET AROUND THE

HOME OR OTHER BUILDINGS.

CHIP, COMPOST, OR RECYCLE YARD DEBRIS.
DON'T BURN IT.

KEEP GRASS MOWED TO
UNDER 4 INCHES. 

STORE BBQ PROPANE
TANKS 30 FEET AWAY
FROM THE HOME OR IN

AN OUTBUILDING.

KEEP FIREWOOD PILES AND
LUMBER 30 FEET AWAY
FROM ANY BUILDING.

TREES SHOULD BE SPACED
10 FEET FROM THE

HOUSE AND OTHER TREES.

TREES SHOULD BE SPACED
 10 FEET FROM POWERLINES.

FOR TREES MORE THAN 18 FEET TALL, REMOVE
BRANCHES SIX FEET FROM THE GROUND. 

FOR TREES LESS THAN 18 FEET TALL, REMOVE
BRANCHES UP TO 1/3 THE HEIGHT OF THE TREE. 

1917
MAKE SURE THE DRIVEWAY

IS ACCESSIBLE TO FIRST
RESPONDERS AND THE

ADDRESS SIGN IS VISIBLE
FROM THE ROAD.

KEEP VEGETATION 10 FEET AWAY
FROM PERMANENT PROPANE TANKS.

DON'T GIVE EMBERS A PLACE TO CALL HOME.
Create defensible space and give your property an increased chance of surviving a wildfire.



TREES SHOULD BE SPACED 10 FEET FROM
THE HOUSE AND OTHER TREES.

REMOVE LEAVES, TREE NEEDLES, AND OTHER
DEBRIS FROM THE ROOF AND GUTTERS.

REMOVE FLAMMABLE PLANTS GROWING
UNDER THE EAVES. A MINIMUM OF 5 FEET

FROM THE HOME IS RECOMMENDED.

 KEEP SIDING AND SKIRTING IN
GOOD CONDITION.

COVER EXTERIOR ATTIC VENTS, SOFFIT
VENTS, AND AREAS BELOW DECKS AND

PATIOS WITH 1/8 INCH METAL WIRE MESH.

KEEP GRASS MOWED TO
UNDER 4 INCHES. 

INSTALL A FIRE-RESISTANT OR
NONCOMBUSTIBLE ROOF/SIDING MADE OF

MATERIALS SUCH AS ASPHALT, METAL, CLAY
TILE, SLATE, OR CONCRETE PRODUCTS.

REMOVE LEAVES, TREE NEEDLES, WOOD, BARK
MULCH, AND OTHER DEBRIS FROM THE SURFACE
OF, AROUND, AND BELOW DECKS AND FENCES.

FENCE CONNECTIONS TOUCHING THE HOME OR
BUILDING SHOULD BE NONCOMBUSTIBLE (METAL

GATE OR FENCE THAT WON'T CATCH FIRE).
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MAKE SURE THE DRIVEWAY IS ACCESSIBLE
TO FIRST RESPONDERS AND THE ADDRESS

SIGN IS VISIBLE FROM THE ROAD.

DEFENSIBLE SPACE MAKES A DIFFERENCE.

Give your home an increased chance of surviving a wildfire, 
even if firefighters cannot reach your home.


